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SOUNDINGCS ARE EXPRESSED IN FEET AND TENTHS AND REFER TO LOCAL M.L.W..
PROJECT SURVEYED WITH DISTRICT SURVEY VESSEL " J.
HORTZONTAL POSITIONING EQUIPMENT AND 200 KHZ SOUNDING EQUIPMENT.

TIDE GAGE LOCATED AT: LT

HORTZONTAL DATUM NAD 1983

NAVIGATION AIDS LOCATED BY SURVEY VESSELS
LATITUDE & LONGITUDE 1S EXPRESSED IN DEGREES,

DESCRIPTION

EASTING

*2, (ATLANTIC DATUM).

MINUTESS

WELLS" s USING D.G.P.OS.

ACCURACY +/- 3 METERS.
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4208351 34 52.61369 /6 20,2813/

422145 34 52.82808 /6 20.1/7438
422583 34 52.89/951 /6 20.04695

423361 34 55.02680 /6 19.94251
4210896 34 b2.6U85%54 /6 19.56633
420311 34 52.52124 /6 19.9/413
419771 34 52.45/709 /6 20, 19613

THIS PROJECT WAS DESIGNED BY THE WILMINGTON DISTRICT

OF THE U.S.

ARMY CORPS OF ENGINEERS. THE INITIALS OR

SIGNATURES AND REGISTRATION DESICONATIONS OF INDIVIDUALS
APPEAR ON THESE PROJECT DOCUMENTS WITHIN THE SCOPE OF
THETIR EMPLOYMENT AS REQUIRED BY ER 1114-1-8152.

THE INFORMATION DEPICTED ON THIS MARP REPRESENTS THE RESULTS OF SURVEYS

MADE ON THE DATE
GENERAL CONDITIONS EXISTING AT THAT TIME.

SUBJECT TO RARPID CHANGE DUE TO SHOALING EVENTS,
NOT RELY EXCLUSIVELY ON THE INFORMATION PROVIDED HERE.

INDICATED AND CAN ONLY BE CONSIDERED AS INDICATING THE
BECAUSE THESE CONDITIONS ARE

A PRUDENT MARINER SHOULD

CONDIT TTON SURVEY
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