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NOTES:
SOUNDINGS ARE EXPRESSED IN FEET AND TENTHS AND REFER TO MEAN LOWER LOW WATER (MLLW). RPS JOINT
PROJECT SURVEYED WITH DISTRICT SURVEY VESSEL "GILLETTE"” USING RTK DGPS FOR
HORTZONTAL AND VERTICAL POSITIONING EQUIPMENT AND 28 KHZ SOUNDING EQUIPMENT.
HORTZONTAL DATUM NAD 1983.
“TA3380+ + + + 7345885
GPS REFERENCED TIDE GAGE LOCATED AT: CAPE FEAR MEMORIAL BRIDGE.
USE OF TIDE VALVUES FOR THIS GAGE ARE RESTRICTED TO QUALITY ASSURANCES PURPOSES
FOR VERIFICATION OF RTK GRS TIDES. THE WILMINGTON DISTRICT WILL ONLY USE STAFF
GAGE TIDAL VALUES FOR FINAL MAPPING AND QUANTITY CALCULATIONS [F RTK GPS IS
UNAVATLABLE AT THAT TIME.
77777777777777777 M.L.L.W. . MeL oW THIS PROJECT WAS DESIGNED BY THE WILMINGTON DISTRICT OF THE U.S. ARMY
CORPS OF ENGINEERS. THE INITIALS OR SIGNATURES AND REGISTRATION DESITGNATIONS
35 35 OF INDIVIDUALS APPEAR ON THESE PROJECT DOCUMENTS WITHIN THE SCOPE OF THEIR
EMPLOYMENT AS REQUIRED BY ER 1110-1-81572.
W[i REQUIRED DEPTH REQUIRED DEPTH
> FEET ALLDWABLE OVERDEPTH THESE WAYPOINTS, MAPS, & ASSOCIATED INFORMATION REPRESENT THE RESULTS OF SURVEYS ] ]
3 JARYT NG IS JARYT NG MADE ON THE DATE INDICATED AND CAN ONLY BE CONSIDERED AS INDICATING THE GENERAL oo qgRCAbEs 112000 1
| | : | CONDITIONS EXISTING AT THAT TIME, BECAUSE THESE CONDITIONS ARE SUBJECT TO CHANGE e T | — S—
DUE TO RAPID SHOALING EVENTS, A PRUDENT MARINER SHOULD NOT RELY EXCLUSIVELY ON SCALE IN FEET
TYPICAL SECTION TYPICAL DREDGING SECTION THE NP ERMATTON PROVIDED HEHRE
NOT TO SCALE NOT TO SCALE
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DESCRIPTIONS DATE |APPROVED

REVISTONS

U.S. ARMY ENGINEER DISTRICT
CORPS OF ENGINEERS
WILMINGTON, NORTH CAROLINA

SURVEYED BY: WILMINGTON HARBOR. NORTH CAROL INA ﬁx
[AS . MAS
RPS
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MS A
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® /
CHECKED BY: 37 TURNING BASIN
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1+ 2000 NUMBER: 50 MAY 2004
APPROVED BY: DATE <
27 MAY 2004
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