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BALD HEAD ISLAND SETTLEMENT MONITORING SURVEYS 
CYCLE 2, REPORT 3 
November 2007 

 
 
Introduction 
 
The 3rd set of monitoring surveys for the Settlement Agreement between the 
Village of Bald Head Island and the United States Army Corps of Engineers was 
taken in November 2007.  The criteria to be used in examining the surveys is 
to be a continuous passage through Smith Island Channel, Baldhead Shoal 
Channel Reach 1 and Baldhead Shoal Channel Reach 2 with a minimum bottom 
width of 500 feet at a depth of -42 feet mean lower low water (mllw).  This 
report is the third in this series. 
 
Data 
 
The 2nd set of monitoring surveys taken in September 2007 is displayed in 
Figure 1 and is labeled September 2007 Surveys.  Figure 2 is a plot of 
surveys taken in November 2007 and Figure 3 is a difference plot between the 
September and November surveys.  Figure 4 is a difference plot between the 
June and November surveys. 
 
A plot for Smith Island Channel of the navigable widths at a depth of -42 
feet mllw (navigable depth) is shown in Figures 5 and 6.  MLLW is 2 inches 
lower than mlw at Bald Head Island.  A Plot of the minimum channel cross 
section at station 13+00 is shown in Figure 7.  The baselines for the cross 
section plots are shown in Figure 1. 
 
A plot for Baldhead Shoal Channel Reach 1 of the navigable widths at a depth 
of –42 feet mllw is contained in Figures 8 and 9.  Plots of the minimum 
channel cross sections in the vicinity of the spit at stations 19+00, 20+00, 
and 21+00 are shown in Figures 10, 11, and 12. 
 
A plot for Baldhead Shoal Channel Reach 2 of the navigable widths at a depth 
of –42 feet mllw is contained in Figures 13 and 14.  Plots of the minimum 
channel cross sections at stations 45+00, 46+00, and 47+00 are shown in 
Figures 15, 16, and 17. 
 
Conclusion  
 
The minimum navigable width at a depth of -42 feet mllw is more than 500 feet 
at all stations in Baldhead Shoal Channel Reach 1 and 2 and Smith Island. 
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Figure 1 September 2007 Surveys 

SEPTEMBER 2007 SURVEYS 

NOVEMBER 2007 SURVEYS 

BASELINE FOR CROSS SECTIONS 

BASELINE FOR CROSS SECTIONS 

Figure 2 November 2007 Surveys 
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DEPTH CHANGES 
SEPTEMBER 2007 to NOVEMBER 2007 

BASELINE FOR CROSS SECTIONS 

Figure 3  September 07 to November 2007 Depth Changes 

Figure 4  June 07 to November 2007 Depth Changes 

BASELINE FOR CROSS SECTIONS 

DEPTH CHANGES 
JUNE 2007 to NOVEMBER 2007
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SMITH ISLAND CHANNEL 
NAVIGABLE WIDTHS
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Figure 5  Smith Island Channel Navigable Widths – Stations 0+00 – 26+00 



 5
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Figure 6  Smith Island Channel Navigable Widths – Stations 27+00 – 52+00 
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Figure 7  Smith Island Station 13+00 

Looking Upstream 
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BALDHEAD SHOAL CHANNEL (REACH 1) 
NAVIGABLE WIDTHS
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         Navigable widths are measured at -42 ft mllw 

Figure 8  Baldhead Shoal Channel Reach 1 Navigable Widths – Stations 0+00 – 23+00 
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BALDHEAD SHOAL CHANNEL (REACH 1) 
NAVIGABLE WIDTHS

0

100

200

300

400

500

600

700

800

900

1000

1100

24
+0

0

25
+0

0

26
+0

0

27
+0

0

28
+0

0

29
+0

0

30
+0

0

31
+0

0

32
+0

0

33
+0

0

34
+0

0

35
+0

0

36
+0

0

37
+0

0

38
+0

0

39
+0

0

40
+0

0

41
+0

0

42
+0

0

43
+0

0

44
+0

0

44
+9

9

CHANNEL STATIONS

N
A

VI
G

A
B

LE
 W

ID
TH

S 
(F

T)

Mar-97 May-07 Jun-07 Sep-07 Nov-07

         Navigable widths are measured at -42 ft mllw 

Figure 9  Baldhead Shoal Channel Reach 1 Navigable Widths – Stations 24+00 – 44+99 
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Figure 10  Baldhead Shoal Station 19+00

Figure 11  Baldhead Shoal Station 20+00 

Looking Upstream 

Looking Upstream 
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Figure 12  Baldhead Shoal Station 21+00 

Looking Upstream 
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BALDHEAD SHOAL CHANNEL (REACH 2) 
NAVIGABLE WIDTHS
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Figure 13 Baldhead Shoal Channel Reach 2 Navigable Widths – Stations 45+00 – 67+00 
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BALDHEAD SHOAL CHANNEL (REACH 2) 
NAVIGABLE WIDTHS

0

100

200

300

400

500

600

700

800

900

1000

1100

68
+0

0

69
+0

0

70
+0

0

71
+0

0

72
+0

0

73
+0

0

74
+0

0

75
+0

0

76
+0

0

77
+0

0

78
+0

0

79
+0

0

80
+0

0

81
+0

0

82
+0

0

83
+0

0

84
+0

0

85
+0

0

86
+0

0

87
+0

0

88
+0

0

88
+4

2

CHANNEL STATIONS

N
A

VI
G

A
B

LE
 W

ID
TH

S 
(F

T)

Mar-07 May-07 Jun-07 Sep-07 Nov-07

         Navigable widths are measured at -42 ft mllw

 

Figure 14  Baldhead Shoal Channel Reach 2 Navigable Widths – Stations 68+00 – 89+00 
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Figure 15 Baldhead Shoal Station 45+00 

Looking Upstream 

Looking Upstream 

Figure 16 Baldhead Shoal Station 46+00 
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Looking Upstream 

Figure 17 Baldhead Shoal Station 47+00 


